
iPRO installation guide
Marker set incl. tools
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How to insert the  
iPRO™ Markers

2 cm
3/4” inch.

STOP

STOP

4 cm
1 1/2” inch.

STOP

4 cm
1 1/2” inch.

It is possible to insert the iPRO™ Markers in the ground  
using our easy-to-use tools:

A. T-bar hand tool
B. Spanner for electric screwdriver
C. Inserting tube

Using tool A, B or C: 
1. Manually drive the iPRO 
Markers 2 cm (3/4”) into 
the ground.

Using tool C:
2. Hold the fibers 
together and slide them 
inside the inserting tube.

Using tool C: 
3. Using a mallet, hit the 
inserting tube until the 
“STOP” line meets the 
ground.

Using tool A and B:
2. Place the T-bar hand tool/Spanner in the iPRO Markers’ 
slot and turn. 3. Turn until there is approx. 3 cm (1.2” inch.) 
brush above the ground.

Using tool A, B or C:
4. Poor sand or loose soil 
into the fiber to fill the 
empty space just created.

Using tool A, B or C:
5. Gently press the fibers 
using your foot or the 
mallet head.
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A. T-Bar

Use the QR code to see the instruction videos:

B. Spanner C. Tube
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Manufactured by  
LINEMARK INTERNATIONAL 
www.linemarkinternational.com

iPRO™ Markers placement

For further sports fields, golf and other uses please visit  
www.ipromarkers.com/uses
 
EN:  Download this guide in more languages from www.ipromarkers.com/guide
DE:   Dieser Leitfaden steht in weiteren Sprachen unter www.ipromarkers.com/guide zum 

Download bereit.
F:  Vous pouvez télécharger ce guide dans plusieurs langues de www.ipromarkers.com/guide
ES:  Descargar esta guía en más idiomas en  www.ipromarkers.com/guide
IT:  Scarica questa guida in altre lingue all’indirizzo www.ipromarkers.com/guide
NL:  Download deze handleiding in meer talen van www.ipromarkers.com/guide
DK:  Download denne vejledning på flere sprog fra www.ipromarkers.com/guide


